632425 Min. A
358+125 274+125
400 SPECIFICATION
HOISTING LOAD 5 TON
- @ TESTING LOAD 6.25 TON
LIFTING HEIGHT Min. 4 M~ Max. 15M
SPEED 3 M/MIN
HOISTING
MOTOR 3.5 Kw x 4POLE
- SPEED 16 M/MIN
FAST
MOTOR 0.4 Kw x 4POLE
SPEED 10.4 M/MIN
= TRAVERSING | MIDDLE
@ MOTOR 0.27 Kw x BPOLE
SPEED 7.0 MIMIN
sLow
200 MOTOR 0.2 Kw x 8POLE
MAIN POWER 30- 220,380,440,460,480V - 60Hz
700
CONTROLL POWER 1o - 48,110V -60Hz
OPERATING METHOD PUSH BUTTON TYPE
LOAD CHAIN SPEC. ®11.2 x 34P x 2 FALLS
RATING 30 MIN
= I-BEAM WIDTH (mm) 125~175
— NET WEIGHT APPROX Min. 274 KG ~ Max. 337 KG
o
[ = DIMENSION
—— — = e 2% H (LIFT)
<]
/ S = 4M-5.,5M | 5.5M~8M | 8M~10M | 10M~15M | 15M~50M
o
= A 546 546 561 574 -
¥ 23 N N N N
U U C 1046 1221 176 1243 -
500 ) 1300|T/S ELEC. ASS'Y - 1
g 1200| TROLLEY MOTOR ASS'Y - 1
\ ‘ A 1100/ TROLLEY PART ASS'Y - 1
700 |ELEC. ASS'Y 1
600 |HOIST MOTOR ASS™Y 1
\ j l 500 |BUCKET ASS'Y 1
400 |BOTTOM HOOK ASS'Y 1
I 200 |GEAR BOX ASS'Y 1
100 |CENTER FRAME ASS'Y 1
‘ NO. DESCRIPTION MAT'L SIZE Q'TY| REMARK
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